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PART NUMBER 164-8817 

 
DIFFICULTY 

PART DESCRIPTION DUSTER PLUG UPGRADE KIT 

REV DATE 10/18/22 

MACHINE MODELS FLEX / FLEX WALKER 

 

TOOLS NEEDED PARTS 

 
TOOLS NEEDED: 
7/16 WRENCH 
7/16 SOCKET 
 

 
1 – 164-2081 Spring for Stud Mount  
1 – 164-6108A Duster Plug Cardboard Core 
1 – 164-6174 Duster Plug Stud  
1 – 164-6109A Duster Plug Plastic Core 

  

TECHNICAL NOTE 

Please thoroughly read the instructions prior to performing the installation of this assembly. 
To avoid any potential problems, if at any time during the process you have a question, stop, and contact our 
Tech Support department at the numbers listed below. 

 

STEPS 

 

1. Below is the order of which the hardware will go when attaching the duster 
plug to the lane machine. 

 

 

 

 

 

 

 

The White plug is installed on the 7-pin side wall 

7-pin wall 

https://www.youtube.com/c/KEGELbowling
https://www.facebook.com/kegelbowlingsolutions
https://www.facebook.com/groups/kegelkustomers
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10 pin wall 

The Black plug is installed on the 10-pin side wall 


