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INSTALLATION INSTRUCTIONS 
 

 
 

 
 
   
 
 

 
 
 
 
 
 
Packaging Contents: 
 Qty. Part Number  Description 
 1 Ea. 162-6056  Idler Arm 
               1 Ea.     162-6057                           Idler Arm Bushing         
               1 Ea. 162-6090  Spacer – 3/8” ID X 5/8” OD X 1-1/8” LONG - Steel 
               1 Ea.     162-6096                           Spacer - .628” ID x ¾” OD x ¼” LONG - Aluminum 
               1 Ea.                                                 Installation Instruction     
                                                                          
Tools Required 
 9/16" Wrench  
 9/16” Socket and Ratchet 

 
  
 
Completely read and understand these instructions prior to the installation of this assembly.  If you 
should have any questions please contact Kegel’s Pinsetter Part technical support team at one of the 
contact numbers listed below. 

 
 
WARNING! Always remove power to pinsetter by turning off main circuit breaker and disconnecting 
high voltage input power cord to electrical box when performing service work. 

 
 

 
  
 
 
 
 
 
 
 

 
 
 

Part Number:   162-8056 

Part Name:                  Idler Arm With Bushing 

Revision Date:   6/27/12 
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REFERENCE PICTURES BELOW FOR IDLER ARM REPLACEMENT 
 
 

CONFIGURATION FOR 10-PIN SIDE IDLER ARM 

 
 

CONFIGURATION FOR 7-PIN SIDE IDLER ARM 

 


